ENERGY
PLUS

APLICACION

Uso con cable minero SHD-GC adecuado hasta 15KV, 450 amperes.
En palas y lineas de arrastre, grias de portico.

BENEFICIOS

Cuenta con detector de hilo piloto.

100% Compatible con Patton & Cooke y
otros enchufes existentes en la mineria.
Disefio evolutivo que incorpora tecnologia

avanzada.

Fabricado en material resistente a la corrosion.
La reduccidn de peso facilita el manejo por parte
del instalador y el transportador.

Las técnicas de union de acople rapido o de Hilo.

Aumento de la seguridad gracias al apantallamiento de la conexién total.

Fabricado segin normas IEEE-386 e IEC-60060.

CARACTERISTICAS ELECTRICAS

Voltaje nominal

Voltaje a.c. Soportado

Impulso de Voltaje a.c.

Descargas parciales

Corriente nominal

Corriente de cortocircuito

Capacidad de resistencia al corto circuito de corto tiempo
Resistencia maxima

CARACTERISTICAS MECANICAS

Grado de proteccion
Seccidn maxima aceptable
Temperatura ambiente
Choque y vibracion

ENCHUFE MINERO 15 KV

HEMBRA EMBUTIDO
DE ROSCA RAPIDA PARA CABLE SHD-GC

Victor

15KV a.c.

50 KV seco (1 min.)
95 KV (10 pos. 10 neg)
<3pC@21.5 KV

450 Amps.

38 KA

13.5 KA por 0.2 seg.
28 KA

IP67H

500 MCM/240 mm?2 max.
-409C a +45°C

IK10
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ENCHUFE MINERO 15 KV
HEMBRA EMBUTIDO
DE ROSCA RAPIDA PARA CABLE SHD-GC

ENERGY
PLUS

ITEM No. DESCRIPTION PART No. PLM. No.
1 GEAR MOUNT TUBE Z417024 PLM1063
z OPERATING CLAMP Z416017 PLMA108
CRIMP ADAPTOR - 26mm AWG 3, Z4540608 PLMOOZSCA.
CRIMP ADAPTOR - 35mm AWG 2. 2494009 FLMO035CA
CRIMP ADAPTOR - 50mm AWG 0. Z494010 PLMOOSOCA
[ CRINP ADAPYOR - 70mm AWG 20, 25077 PLNOOTOTR |
7 [ CRINFADAFTOR - 95mm AWG 30, PLWOOTSTR |
[~ CRINF ADAPTOR - T20mm AWG A0 ZATAOTY PLMOTIOCK
| CRIMPF ADAPYOR - 150mm JOOMCM PLMO150CA
CRIMP ADAPTOR - 185mm 350MCM 7494015 PLMOT85CA
CRIMP ADAPTOR - 240mm 400MCM. 2494016 PLM0240CA
CRIMP ADAPTOR - 16mm AWG 5. Z494003 PLMOO16CAP
CRIMP ADAPTOR - 25mm AWG 3. 494004 PLMO025CAP
A CRIMP ADAFTOR - 35mm AWG 2. 494005 PLMOO3SCAP
CRIMP ADAPTOR - 50mm AWG 0. 494006 PLMOOSOCAP
o HARD FEMALE (NSULATOR (RUBBER) 411002 PLM1419H
HARD FEMALE INSULATOR (PLASTIC] 2411017 PLM1419P
10 7.5 STAINLESS STEEL ROPE 539002
K FEMALE PHASE CONTACY LOCKNUT 415007 PLM1025
SOCKET COVER - QUICK THREAD 417017 PLM1558
.2 SOCKET COVER - FINE THREAD 417003 PLM1010
SOCKET COVER - RELEASE QUICK 417022 PLMA103
417023
READ | Zai7018 | PLMis5% |
12 SOCKET BODY - FINE THRI PLM1004
SOCKET BODY - RELEASE QUICK ZA14018 PLMA102
14 FEMALE PILOT GONTACT Z415018 PLM1035
e FEMALE EARTH CONTACT 2415011 PLM1028
FEMALE EARTH CONTACT - CRIMP Z415012 PLM1028CA
16 FOOT 2414003 PLMA011
P PILOT MOUNTING SCREW 2415021 PLM1036
PILOT MOUNTING SCREW C/ PLM1036CA
p. FEMALE PHASE CONTACT 2415004 PLM1024
FEMALE PHASE CONTACT - CRIMP Z415008 PLM1024CA
AL GEAR MOUNT DISC Z414021 PLM1037
20 DISC MOUNT GASKET Z416001 PLM1038
GEAR MOUNT GASKET 2416002 PLM1048
22 FEMALE EARTH CONTAGT LOCKNUT Z415014 PLM1029L
O 174~ WHITx1,1/4~ CSK CAP SCREW 213000
] FLAT WASHER M6 255072
€ FLAT WASHER M8 255110
d SET SCREW Max40 HEX HD Zi5028
° “HYBRAULIC TUBING §mm DIA 345001
T 774~ WHITx3/4" HEX HD SET SCREW 210117
£l MOX10 MS HEX HD SCREW 215026P
T CRIMPING FERRALE (JST RefP 5.5) 141773

VOLTAGE RATING 15,000 VOLTS
CURRENT RATING 500 AMPS

PLEASE NOTE. FOR LINE CONNECT UNITS,
FILLING IS REQUIRED.

ELECTRICAL CHARACTERISTICS

TECHNICAL INFORMATION

NO COMPOUND

MAXIMUM VOLTAGE PHASE TO GROUND  5,5kv

41 MINUTE DRY WITHSTAND 50 Hz AC 3I5kv rms
6 HOUR DRY WITHSTAND 50 Hz AC 25kv rms
15 MINUTE DRY WITHSTAND DC B85kv rms
CORONA EXTINCTION LEVEL 7,5kv rms
BASIC IMPULSE LEVEL 78kv crest

OP 1O AND INCLUDING A WORKING VOLTAGE OF 7,500 VOLTS PHASE YO PHASE NO
ASOVE 7,500 VOLTS THE UNIT MUST BE FILLED WITH VICTOR C74072-01 FILLING COMPOUND

WITH COMPOUND

8,7kv

ASkv rms
35kv rms

95kv crest

SWIVEL PIN. PART No. 2494026
SPLIT PIN. PARY No, 247001 qty. 2
WASHER. PARY No. 255086 .2

6 OFF MOUNTING HOLES .:.\i,
SUIT M6 FIXINGS. EQUALLY
SPACED ON 220 PCO.

THE ‘VICYOR' RANGE OF PLUGS AND SOCKETS ARE DESIGNED PRIMARILY FOR USE IN
OPEN CAST MINING, BUT CAN BE ADAPTED FOR USE IN OTHER APPLICATIONS.

THE PART NUMBER DEPICTS THE MAKE UP OF THE UNIT AND IS CONSTRUCYED AS

INDICATED DELOW.

COUPLING MOUNTING GROUND CHECK POWER EARTH
CRIMP CRIMP
POWER SiZE EARTH S|Ze FEATURES
CONTACT CONTACT
TYPE
843 mm COUPLED G (OEAR)
| 7 UNCOUPLE LEAVE §50mm | 0 (o15¢C)
TO UNCOUPLE LEAVE A MINIMUN OF 900mm o*wo:.nx THREAD) WIRE SIZE WIRE SIZE
FOR OPERATING QUICK RELEASE NECHANISM | F (FINE THREAD) 025 025
N R {RELEASE QUICK) 035 035
g L Lppt— R g 570 070 R (HUBBER INSULATORS
-
mm H E USED WITH D)} C (CRIMPED) 095 095 P (PLASTIC INSULATORS
32 S (STANDARD) “ .m.“ “ﬂ
“3 m 1 (ONE CONTAC 185 185
$5333 2 (YWO CONTACTS| 240 240
2Ege3 3 {THREE CONTACTS)
" 4 [FOUR CONTACTS) 5 (STaNDARD)
— € (CRIMP ADAPTOR)

S (STANDARD]
C (CRIMP AD: OR)

TITLE

100 mm. GEAR/DISC MOUNT FEMALE SOCKET

v
< VICTOR INDUSTRIAL EQUIPMENT (PTY) Ltd DRAWN
@@ @ % PO BOX 6698, DUNSWART 1508. R.0.0

DATE.

25/04/01

Z410005
WALL.
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